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ARKANSAS DEPARTMENT OF TRANSPORTATION
SUPPLEMENTAL SPECIFICATION
INCIDENTAL CONSTRUCTION


Sections 609, 611, 617, and 618 of the Standard Specifications for Highway Construction, Edition of 2014, are hereby amended as follows:

Subsection 609.02(c), Materials for Drop Inlets and Junction Boxes, is hereby deleted and the following is substituted therefor:

(c)
Steel for welded steel grates and frames shall comply with ASTM A709, Grade 36 (250).
Subsection 611.02(a)(2), Materials for Pipe Underdrains, Outlet Protectors, and Covers, is hereby deleted and the following is substituted therefor:

(2)
Corrugated Polyethylene Tubing.  The tubing shall be the heavy duty type and shall comply with AASHTO M 252.  The tubing shall have a minimum pipe stiffness of 46 psi (3.23 kg/cm2) at 5% deflection and shall be capable of 60 percent vertical deflection in parallel plate loading without splitting or cracking when tested in accordance with ASTM D 2412.
The second sentence of Subsection 617.02(a)(2), Materials for Steel Posts, is hereby deleted and the following is substituted therefor:

(2)
Steel Posts. The steel shall comply with ASTM A709, Grade 36 (250).
Subsection 617.02(b)(3), Materials for Terminal Anchor Posts, is hereby deleted and the following is substituted therefor:

(3)
The steel anchor posts shall consist of structural shapes of the section shown on the plans, or as otherwise specified, and shall comply with ASTM A709, Grade 36 (250). The upper 15” (380 mm) of the anchor assembly shall be galvanized according to AASHTO M 111.
The third sentence of the third paragraph Subsection 618.02(a), Posts for Guard Cable, is hereby deleted and the following is substituted therefor:

The steel shall comply with ASTM A709, Grade 36 (250).
Subsection 618.02(d), Materials for Bolts, Nuts, and Washers, is hereby deleted and the following is substituted therefor:

(d)
Bolts, Nuts, and Washers.  Bolts, nuts, and washers shall conform to the plans and shall be steel complying with ASTM A 307, ASTM F3125, Grade A325, Heavy Hex, Type 1, or ASTM A449 (Heavy Hex), galvanized according to AASHTO M 232.  Threads on bolts and nuts shall conform to Unified Coarse Thread Series Class 2A, ANSI B 1.1 (Metric Coarse Thread Series, ANSI B 1.13M, 6g tolerance).
