
.75m MIN.

EMBEDMENT

(TYP)

NOTE:

ALIGN WITH 4TH

HOLE FROM TOP

OF VERT. SUPPORT

SEE

DETAIL A SEE

DETAIL B

U-1 U-1 (R)
U-3(R)U-3

NOTE:  WHEN PLANS CALL FOR AN ADVISORY PANEL
(W13-1) IT SHALL BE MOUNTED ON THE CENTER
U-CHANNEL POST.  ALL MATERIALS, LABOR, AND
COST NECESSARY TO MOUNT THE SIGN SHALL BE
CONSIDERED SUBSIDIARY TO THE MAIN SUPPORT.

SEE

DETAIL ASEE

DETAIL C

HORIZONTAL BRACE

(FOR ALL MULTIPLE POST ASSEM.

WITH FLAT SHEET SIGNS)

VERTICAL

(NORMAL)

U-4
U-4(1) U-4(2) U-4(3)

U-4(4) U-5(1)

SEE

DETAIL A

U-5(2)

SEE

DETAIL A

SEE

DETAIL A

U-6

U-CHANNEL POST

4TH HOLE

FROM TOP

DETAIL A

SHOWING HORIZONTAL BRACE

U-CHANNEL POST

PLACEMENT SHALL BE

AS REQUIRED BY SIGN

HOLE SPACING.

DETAIL B

SHOWING BACK-TO-BACK

INSTALLATION 

U-CHANNEL POST

EXTRUDED PANEL

SIGN FACE

POST

CLIP

DETAIL C

SHOWING GUIDE SIGN MOUNTING

WITH EXTRUDED PANELS

138mm

7mm HEX HEAD BOLT WITH

ONE FLAT WASHER,

ONE LOCK WASHER, AND HEX NUT

38mm

38mm

EXTRUDED 

ALUMINUM

PIPE CLAMP

R6-1 SIGN FACE

88mm

DATE REVISION FILMED

ARKANSAS STATE HIGHWAY COMMISSION

ASSEMBLIES

U-CHANNEL POST

PIPE CLAMP CASTING

R6-1  EXTENSION
FOR U-CHANNEL POST

DETAIL OF SPLICES

31mm

78mm

38mm

2-2-95 REDRAWN

GROUND LINE

SIGN POST

ADDITIONAL

POST

CLSIGN BOLT

SPLICE BOLTS
CL

POST SHALL

NOT EXTEND

ABOVE SIGN

NOTES:  

REVISED SPLICE DETAIL6-8-95

USE SPLICES ONLY WHEN NECESSARY

FOR INSTALLATION.  TYPICAL INSTALLATION

SHOULD HAVE NO SPLICES. 

10-12-95

2-2-95

6-8-95

150mm MIN.

(TYP)

1.8m

(TYP)

50mm

(TYP)

50mm

(TYP)

13mm

25mm
50mm

225mm

225mm

7mm HEX HEAD BOLT WITH

ONE FLAT WASHER (NYLON),

ONE LOCK WASHER, AND HEX NUT

50mm

150mm

7mm x 25mm SQ. HEAD BOLT

WITH ONE LOCK WAHSER

AND ONE HEX HEAD NUT

7mm x 69m U-BOLT

16mm THREADED. TWO LOCK 

WASHERS AND TWO HEX HEAD NUTS

PIPE DIA.

50mm x 38mm DIA. (NOM.)

NORMAL INSTALLATIONS WILL REQUIRE

6mm DIA. BOLTS TO MOUNT SIGNS TO POST

AND 7mm DIA. BOLTS TO ASSEMBLE THE

VARIOUS POST SUPPORTS. EACH OF THESE

BOLTS SHALL BE CARRIAGE BOLTS.

SIGN POSTS SHALL BE PAINTED GREEN;

SIGNS SHALL NOT BE PAINTED,

AND ALL SIGN POSTS SHALL BE PLUMB.

THREE .9kg POSTS WITHIN

2.1m SHALL REQUIRE A GROUND

SPLICE.

150mm OVERLAP

(50mm IN GROUND)

MAX. ABOVE

GROUND 100mm

MIN. IN

GROUND 900mm

SPLICE

BOLT

SPACING

100mm

150mm MIN.

750mm

MIN.

GROUND

TO

SPLICE

450mm

MINIMUM

OVERLAP

300mm

O.C.

CONVERTED TO METRIC AND MOVED UPPER SPLICE 

STANDARD DRAWING SHS-2(M)
A
H

METRIC
D

(2 LB. U-CHANNEL POST)

.6m


