
 

 

EQUALLY SPACED

EQUALLY SPACED

CENTERED

EQUALLY SPACED

CENTERED

2' FROM LANE LINE 2' FROM CURB LINE

 

 

EQUALLY SPACED

EQUALLY SPACED

CENTERED

EQUALLY SPACED

CENTERED

2' FROM LANE LINE 2' FROM CURB LINE

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 

(C3)
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FEET FROM STOP BAR SHALL BE IN ACCORDANCE WITH FIGURE 4D-5 OF 2009 MUTCD.

6.  MAXIMUM MOUNTING HEIGHT OF SIGNAL FACES LOCATED BETWEEN 40 FEET AND 53 

THE APPROACHING LEFT TURN LANE.

PLACED A MINIMUM OF TWO (2') FEET TO THE RIGHT OF THE CENTERLINE OF

1.  FOUR SECTION "PROTECTED/PERMISSIVE" LEFT TURN HEADS SHOULD BE 

NOT LESS THAN 8' SPACING

   CENTER ON LANE BUT

BETWEEN HEADS ON CENTER, MEASURED HORIZONTALLY PERPENDICULAR TO THE APPROACH.

4.  SIGNAL HEAD SPACING SHALL, IN NO CASE, BE LESS THAN EIGHT (8') FEET 

LT LANE CENTERLINE
OFFSET 2 FEET INSIDE 

4 SEC. LT. HEADS

LESS THAN 8' SPACING
CENTER ON LANE, BUT NOT
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3 SEC. LT. HEADS
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VARIABLE 8-14'

2' TYPICAL

2'

GENERAL NOTES:

THE CENTERLINE OF THE APPROACHING LEFT TURN LANE.

2.  THREE SECTION "PROTECTED" LEFT TURN HEADS SHOULD BE PLACED ON 
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 RIGHT OF LANE LINE

HEAD #2 - 2' MIN. TO

BUT NOT LESS THAN 8' SPACING

BUT NOT LESS THAN 8' 

BUT NOT LESS THAN 8' 

L = CENTER OF LANE FROM APPROACH SIDE

(A) (B) (C)

(C2)

(C1)

(D2)

(D1)

(E)

VARIABLE 8-14'

1 21 221

LESS THAN 8' SPACING
CENTER ON LANE, BUT NOT
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LT LANE CENTERLINE
OFFSET 2 FEET INSIDE 
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C

ADDITIONAL COMPENSATION IS REQUIRED.

RESPONSIBLE FOR DETERMINING THIS PRIOR TO INSTALLING THE MAST ARM IF

ENGINEER, AND A NEW END CAP PROVIDED.  THE CONTRACTOR SHALL BE

MAST ARM SHALL BE CUT TO APPROPRIATE LENGTH AS DETERMINED BY THE

(TO THE LEFT OF) THE CENTERLINE OF THE APPROACHING LEFT TURN LANE,

SHEET(S) RESULTING IN MAST ARM EXTENDING MORE THAN TWO FEET PAST 

3.  WHEN IT IS NECESSARY TO PLACE POLES OTHER THAN AS SHOWN ON  PLAN
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 RIGHT OF LANE LINE

HEAD #2 - 2' MIN. TO

BUT NOT LESS THAN 8' SPACING

BUT NOT LESS THAN 8' 

BUT NOT LESS THAN 8' 

TO THE DIMENSIONS SHOWN IN RELATION TO THE APPROACH SIDE OF THE INTERSECTION.

5.  ALL SIGNAL HEADS SHOWN ON THIS DETAIL SHEET SHALL BE LOCATED ACCORDING 

(A) (B) (C)

(C2)

(C1)

(D2)

(D1)

(E)

VARIABLE 8-14'

1 21 221
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WITH THROUGH LANES AS SHOWN ON DETAILS.

INSTALLATION.  HEADS FOR THROUGH MOVEMENTS SHALL STILL BE ALIGNED 

ON PLANS, MAST ARM LENGTH MAY STILL BE ALLOWED FOR FUTURE 

NOTE:  WHERE LEFT TURN HEAD (HEAD 1 ON D1 AND D2)  IS NOT CALLED FOR

SIGNAL HEAD PLACEMENT
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