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    PRECAST UNITS WILL REMAIN THE PROPERTY OF THE CONTRACTOR.

    PLACEMENT AND REMOVAL.  AT THE COMPLETION OF THE PROJECT, THE

    SHALL BE RESPONSIBLE FOR THE MANUFACTURE, SHIPMENT, STORAGE,

THE CONTRACTOR SHALL FURNISH THE PRECAST CONCRETE BARRIER UNITS AND

   BARRIER ITEMS.

   FOR DRILLING AND FILLING HOLES TO BE INCLUDED IN THE PRICE FOR VARIOUS

   PAVEMENT SHALL  BE FILLED WITH AN APPROVED ASPHALT JOINT FILLER. PAYMENT

   FILLED WITH AN APPROVED NON-SHRINK EPOXY GROUT. HOLES IN ASPHALT 

   SHALL  BE FILLED. HOLES IN CONCRETE PAVEMENT AND BRIDGE SLABS SHALL  BE

DOWEL  HOLES IN PAVEMENT OR BRIDGE SLABS THAT ARE TO REMAIN IN PLACE

   SLABS USING BOLTS WHEN REQUIRED.

ATTACH UNITS TO ROADWAY SURFACE WITH STABILIZATION PINS AND TO DECK

   IF USED THE SLEEVE IS TO BE LEFT IN PLACE.

A 4" WHITE PVC SLEEVE MAY BE USED TO FORM THE LIFTING HOLE AND

8-5-09 REV. NOTE 3 CONCERNING DRAIN SLOTS

10-15-09 ADDED REFERENCE TO MASH

ARKANSAS STATE HIGHWAY COMMISSION

TEMPORARY PRECAST BARRIER

DATE REVISION FILMED

STANDARD TRAFFIC CONTROLS

FOR HIGHWAY CONSTRUCTION -

8-22-02
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ISSUED NEW DRAWING

4-10-03 REVISED GENERAL NOTE 2

11-18-04
DETAIL BRIDGE DECKS
REVISED BARRIER STABILIZATION 

5-25-06 DELETED GENERAL NOTE 7

11-29-07 REVISED NOTE 3

APPROVED NON-SHRINK EPOXY.

REMOVAL OF BARRIER, BOLTS, AND ANGLES, THE INSERTS SHALL BE FILLED WITH 

HAVE A MINIMUM ULTIMATE LOAD CAPACITY OF 8000 LBS. IN TENSION. AFTER 

DECKS AND DRILLED AND GROUTED FOR EXISTING BRIDGE DECKS.  INSERTS SHALL  

NOTE:  " THREADED INSERTS SHALL BE CAST IN PLACE FOR ALL  NEW BRIDGE

2-27-14 REVISED BARRIER STABILIZATION DETAIL

    REQUIREMENTS AS SHOWN ON THIS STANDARD DRAWING.

    AND THE DESIGN USED IN THE PRECAST BARRIER UNITS MEETS THE

    THE CONTRACTOR SHALL CERTIFY TO THE ENGINEER THAT THE MATERIAL

    PER LIN. FT. FOR "FURNISHING AND INSTALLING PRECAST CONCRETE BARRIER".

    PAYMENT FOR DELINEATORS SHALL BE CONSIDERED INCLUDED IN THE PRICE BID

    UNIFORM TRAFFIC CONTROL DEVICES.

    DELINEATOR COLOR SHALL BE IN ACCORDANCE WITH THE MANUAL ON

    CONSTRUCTION CONCRETE BARRIER MARKERS.

    DELINEATORS SHALL BE ON THE ARDOT QUALIFIED PRODUCTS LIST FOR

    SPACING APPROXIMATELY ONE (1) FOOT FROM THE TOP OF THE BARRIER.

    LANE, ADDITIONAL DELINEATORS SHALL BE PLACED ON THE BARRIER AT 10'

    IN APPLICATIONS WHERE BARRIER WALL IS WITHIN 6 FEET OF A TRAFFIC

    ON TOP OF PRECAST BARRIER.

DELINEATORS:  DELINEATORS SHALL BE MOUNTED AT 10' SPACING

    TOP MAY BE USED IN PLACE OF THE DETAILED CONNECTION PIN.

    STABILIZATION PINS.  A ONE PIECE PIN WITH A 3" ROUNDED

    USED FOR THE CONNECTION PIN, CONNECTION LOOPS, AND

STRUCTURAL STEEL:  AASHTO-M270 GRADE 36 SHALL BE

    REINFORCING STEEL:  AASHTO M 31 OR M 53, GRADE 60

    CONCRETE:  2500 PSI COMPRESSIVE STRENGTH AT 28 DAYS.

MATERIALS SHALL  MEET THE FOLLOWING MINIMUM REQUIREMENTS;

24" CTRS.

ƒ" BOLT AT    SHAPES WILL  NOT BE ALLOWED IN A CONTINUOUS LINE OF UNITS. 

   REQUIREMENTS OF MANUAL  FOR ASSESSING SAFETY HARDWARE (MASH).  MIXING OF 

   CERTIFICATION SHALL STATE THAT THE PRECAST CONCRETE BARRIER MEETS THE 

   COMPLIANCE FOR ANY OTHER TYPES OF PRECAST BARRIER TO BE USED. THE 

   FURNISH A CERTIFICATION OF MANUAL  FOR ASSESSING SAFETY HARDWARE (MASH) 

   AS NEEDED OR AS DIRECTED BY THE ENGINEER.  THE CONTRACTOR SHALL  

   ACCEPTED IN LIEU OF THE BARRIER SHOWN.  DRAIN SLOTS SHALL BE PROVIDED 

   REQUIREMENTS OF MANUAL FOR ASSESSING SAFETY HARDWARE (MASH) WILL  BE 

   APPROVED BY THE FEDERAL  HIGHWAY ADMINISTRATION TO MEET THE 

OTHER PRECAST CONCRETE BARRIERS THAT HAVE BEEN CRASH TESTED AND

11-07-19 REVISED NOTE 3

DRAIN SLOT OPENING)

(POSITION TO NOT BLOCK 

3-  'S 4''X 4''X …'' X 5'


