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15" OF ANCHOR POST AND

NOTE: GALVANIZE UPPER

NOTE: RAIL MEMBERS MAY BE BOLTED TO ANGLE AT TERMINAL ANCHOR AND THE TWO

ASSEMBLIES POSITIONED TO PROPER ALIGNMENT PRIOR TO PLACING CONCRETE

AROUND 8 W  17 POST IF CONTRACTOR SO DESIRES.
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807.71(d) OF THE STANDARD SPECIFICATIONS.
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ANCHOR POST (TYPE 1)
DETAIL OF  TERMINAL 
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DIMENSION TERMINAL DETAIL

NUTS WITH TWO CUT STEEL WASHERS FOR EACH BOLT.

4 ƒ"X2"  AASHTO  M 164 HIGH STRENGTH BOLTS &

10-18-96 REVISED ASTM REF. TO AASHTO

REVISED LAP NOTE

NEW

STANDARD DRAWING GRT-1
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GUARDRAIL DETAILS

OF POSTS

REVISED GUARDRAIL HEIGHT AND LOCATION 

RAISED HEIGHT OF GUARDRAIL 1"

PLAN - GUARDRAIL TERMINAL (TYPE 1)

LAP AS SHOWN ON STD. DRWG. GR-8

ELEVATION - GUARDRAIL TERMINAL (TYPE 1)

LINEAR FOOT OF THE TYPE OF GUARDRAIL SPECIFIED.

SHALL BE PAID FOR AT THE PRICE BID PER

SECTIONS 1 AND 2 OF GUARDRAIL TERMINAL

NOTE:

11-07-19 RENAMED & REVISED REFERENCE.


