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NOTE: MAX FILL HEIGHT ABOVE TOP OF BOX = 13'-0".

REVISED REINFORCED CONCRETE SPRING BOX
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REV. TRENCH FOR PIPE UNDERDRAIN

REV. PAVEMENT REPAIR
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DELETED HDWL MODIFICATION DETAIL
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REVISED PVMT REPAIR OVER CULVERTS (CONC); 

4'-0" 4'-0" VAR.

TYP. TYP.

6" MIN.

1'-6"

1'-6"

BASE PLATE

POST CONNECTION DETAILS

1" (TYP.)

1"
 
(T

Y
P
.)

RAILING

P 6" X 6" X  •"-

GALV. (A36)

BASE

PLATE

L

CL

L

L

P  WASHER-GALV.

6" X 6"

L

 
LENGTH (STAINLESS

STEEL OR GALV.)

P  WASHER (TYP.)

HAND RAILING DETAILS

ADDED HAND RAILING DETAIL8-22-02

CL
4" MIN. 4" MIN.

ON PLANS)

(WHEN SHOWN 

CONC. WALK

*

POST CONNECTION TO WALL
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1  •" PIPE

PRICE BID FOR CONCRETE WALKS.

CONSIDERED INCLUDED IN THE

PAYMENT FOR CURB SHALL BE

TO THE HAND RAILING.

WHEN CONCRETE WALK IS ADJACENT

*  A 2" MIN. HIGH CURB IS REQUIRED

4-10-03 REVISED RETAINING WALL DRAWING

10-9-03

6" X 6" WIRE MESH (W2.9 X W2.9) AT T/2
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REVISED REINFORCED CONC SPRING BOX

REVISED PVMT REPAIR OVER CULVERTS (CONC); 

11-29-07 REVISED RETAINING WALL DRAINAGE

4-17-08 REV. JOINT & FOOTING STEP DETAILS
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REINFORCING STEEL,  EXCAVATION FOR STRUCTURES

SHALL BE FOR THE QUANTITTIES OF CONCRETE OF THE CLASS SPECIFIED,

THE PAY ITEMS FOR REINFORCED CONCRETE SPRING BOXES
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10-25-18 PAVEMENT AT CULVERT INSTALLATIONS 

REVISED DETAIL SHOWING REPAIR OF EXISTING

HAND RAILING SHALL CONFORM TO SECTION 633.

LINEAR FOOT FOR ''HAND RAILING''.

THE CONTRACT UNIT PRICE BID PER

NEOPRENE PAD, SHALL BE PAID FOR AT

WASHERS, BOLTS, TEMPLATE PLATES, AND

HANDRAILING, INCLUDING BASEPLATES, NUTS, 

ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS.

THE ADHESIVE ANCHOR SYSTEM SHALL BE INSTALLED IN

DRILLED ANCHOR HOLE
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THREADED ROD

 •'' DIA. SUPER HAS 

RALING

1  •'' DIA. HAND

HOLES

 ƒ'' DIA.


